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SAFETY PRECAUTIONS 

!!! This machine must be grounded! Grounding 
provides a path of least resistance for electrical 
current. To reduce the risk of electrical shock should 
the machine malfunction. the machine has a special 
grounding plug. Do not remove the ground pin under 
any circumstances! 

In standing water 
With the use of extension cords 

2) Before operating machine:- 
Make sure all safety devices are in place 
and operate properly- 

3] When using machine: 
Do not run machine over cord. 
Do not pull machine by cord or plug. 
Do not pull cord around sharp edges or 
corners. 
Do not unplug by pulling on the cord. 
Do not stretch cord. 
Do not handle plug with wet hands. 
Keep cord away from heated surfaces. 

Do not pick up burning or smoking debris 
such as cigarettes, matches or hot ashes. 
Report machine damage of faulty operation 
immediately. 

Grou"d Pin 

(120V) 

This machine is intended for commercial use. It is 
constructed for use in an intloor environment and is 
not intended for any other use. Use only 
recommended accessories. 

All operators shall read, understand and 
exercise the following safety precautions: 

4) Before leaving or servicing machine: Turn off 
machine. 
Unplug cord from outlet. 

1) Do not operate machine: 
Unless trained and authorized. Unless you 
have read and understand operators manual. 
In flammable or explosive areas. With a 
damaged cord or plug. 
If not in proper operating condition. 
In outdoor areas. 

5) When servicing machine: 
Unplug cord from outlet. 
Use manufacturer supplied or approved 
replacements parts. 

 



 
  

 
 
 
 
 
 

 
 
 * Read operators manual thoroughly prior to 

operating or servicing this machine. 
 
 
 
 
 

 
 

MAINTENANCE  BASIC OPERATION 
 
 
 

 
 To keep the machine performing well for many years, 

please follow the following maintenance procedures. 
1) Check machine for any obstructions in fan prior 

to operation. 

 
 
 
 

 
 

 
* If an item blocks the intakes of the blower, this 

will hurt the performance of the blower, and could 

cause the motor to overheat. 

2) Adjust machine to desired position for operation 

by either pulling it back to it's pre-set height 

adjustments, or by lowering the "kick stand" and 

set~ing the machine on the stand. 

3) Plug power cord into a grounded outlet. 

* Always confirm that the machine is unplugged prior 

to performing any maintenance or repairs. 

1) Unplug machine as soon as you are done using it. 

2) Wrap the power cord around the carrying handle. 

3) Check power cord for any damage. If any damage is 

detected, replace the cord immediately. 

4) If you have the wheel kit, lubricate wheels with a 

water resistant lubricant every month. 

5) Check machine for loose or missing nuts and bolts, 

and replace as necessary. 

6) Clean the outside of the machine with a mild 

cleaner. 

 
 

 

* Do not use an extension cord in 

conjunction with the standard power cord. 

4) This machine has three power settings. 

Turn the power knob to the desired 

speed. Low = 1, Med = 2 & High = 3. 

5) To stop the machine at any time, simply 

turn the power knob to the "off" 

position. 
 

STORAGE 

1) Unplug machine from power source. 

2) Store in upright position in a dry area. 
 
 

* Never stick any object into the air inlet vents or 

the air outlet vent. 
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